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The first stop for all 
portapotties!
The Dump-ezy dump point is the entry point 
for all grey water portapotty and mobile toilet 
waste entering the waste treatment system.

It is designed to be easily identifiable,  
attractive and user-friendly, with simple to  
follow instructions.

This easy to install, innovative product includes 
built-in simple and effective operational signage.

The lid is lockable and strong yet light-weight and 
includes a moulded-in handle and a rubber seal.

The unit is manufactured from tough,  
UV-stabilised, non-corroding polyethylene.

Design Registration No. 153860

Note: The Dump-Ezy unit is not a treatment system. 
It is only the front end of a process and needs to be 
installed in front of an appropriate holding tank, 
septic tank or sewer line.

It can be installed on top of a floor or cast into a 
concrete slab.

The unit allows for direct discharge to sewer 
and/or to a holding tank.

Setting the standard in user-friendly dump points
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InsTallaTIon GuIdelInes

Dump-Ezy, setting the 
standard in user-friendly 
dump points

Site Location
When selecting a site to install the Dump-ezy, 
consideration should be given to traffic in and 
around the area. Dump-ezy should be installed 
away from high traffic areas to ensure user 
safety. consideration should be given to any 
nearby features such as toilet blocks, tables, play 
grounds etc. Side access roads and isolated pull-
over bays are ideal.

Barriers
Physical barriers, such as concrete curbing, 
metal railings, treated pine stumps etc., can help 
prevent vehicles from coming in contact with 
the Dump-ezy. These should be positioned in a 
way that still allow clear access for persons and 
hoses/cartridges.

Hose Wash Down
a tap and hose should be provided next to 
installations to enable wash down with each use. 
This ensures a clean unit is maintained.

Drainage
adequate drainage should be provided in and 
around the Dump-ezy to prevent infiltration 
from high rainfall, runoff etc.

Signage
adequate signage should also 
be installed to make people 
visibly aware of the Dump-ezy. 
ask your local agent how to 
obtain these.

3,000L Holding Tank Option
comes pre-plumbed direct to holding tank 

for immediate installation.

We support Domestic Tourism, so holiday 
in australia and visit your local showground 

or caravan park and camp and stay in  
the town and your money will stay local.
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for more information about this great product:

CALL 1800 069 805
833 Ingham Rd, Bohle TOWNSVILLE

Ph: (07) 4758 6400
Fax: (07) 4758 6499

sales@gough.com.au
www.gough.com.au


